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Photovoltaic Module

Electrical and Mechanical Characteristics
HIP-210NKHE6

Models HIP-210NKHE6

Reference data for model HIP-210NKHE6
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Electrical data
Maximum power (Pmax) [WI] 210
Max. power voltage (Vmp) I\ 41.3
Max. power current (Imp) [A] 5.09
Open circuit voltage (Voc) [V] 50.9
Short circuit current (Isc) [A] 5.57
Warranted minimum power (Pmin) [W] 199.5
Maximum over current rating [A] 15
Output power tolerance [%] +10/-5
Maximum system voltage [V1 1000
Temperature coefficient of Pmax [%/°C] -0.30
Voc [v/°Cl -0.127
Isc [mA/°Cl 1.67

Note 1: Standard Test Conditions: Air mass 1.5, Irradiance = 1000W/m?,
Cell temperature = 25°C

Note 2: The values in the above table are nominal

Dimensions and weight
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Weight: 15kg
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Certificates

IEC 61730 [EC 61215
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« Safety tested,
IEC61730

Periodic Inspection . .
' pect Electrical Protection

Class Il

Warranty

Power output: 25 years (80% of Pmin)
Product workmanship: 5 years
(Based on contract terms)

Please consult your local dealer for more information.

‘ A CAUTION! Please read the operating instructions carefully before using the products.

Due to our policy of continual improvement the products covered by this brochure may be changed without notice.
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